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Abstract

Reliable impurity profiling is essential for ensuring the quality, safety, and consistency of pharmaceutical
products. Ursodeoxycholic acid (UDCA) and its related substances present a challenging analysis because these
structurally similar compounds lack strong UV chromophores. An ultra-high-performance liquid chromatography
(UHPLC) method was developed for the simultaneous separation and analysis of UDCA and nine related
substances, designated impurities A-l. Method development followed a two-stage workflow. First, volatile mobile
phases were used with complementary PDA Detector, Waters Charged Aerosol Detector (CAD), and ACQUITY™
QDa™ Il Mass Detector data to evaluate the separation: PDA Detector confirmed the absence of useful UV
response, CAD provided broad detection of the non-chromophoric analytes, and mass detection supported peak
identification. After separation conditions and peak identities were established, the workflow focused on CAD as
the primary detector for quantitative method optimization. Key CAD parameters, including evaporator

temperature, sampling rate, filter time constant, ion trap voltage, and power function value (PFV), were
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systematically optimized. The final CAD method, run on an ACQUITY Premier BEH™ C18 Column, separated
UDCA and impurities A-I within a 10-minute gradient while improving detector response, performance, and
linearity. This workflow provides an efficient approach for developing CAD methods for non-chromophoric

pharmaceutical impurities and supports robust and compliance-ready analysis using Empower™ Software.

Benefits

Streamlined method development workflow using CAD for analysis of non-chromophoric, non-volatile, and

semi-volatile pharmaceutical related substances and impurities

Improved separation, sensitivity, and quantitative performance through systematic optimization of

chromatographic conditions and CAD operating parameters

Integration with Empower Software delivers a compliance-ready solution with secure audit trails to support

regulated laboratory workflows for data acquisitions, processing, and reporting

Introduction

UDCA is used for the treatment of cholestatic liver diseases and dissolve cholestatic gallstone.! Recent studies
suggested that UDCA has potential to prevent SARS-CoV-2 infection that causes coronavirus disease (COVID-
19).2 As an established active pharmaceutical ingredient (API) in prescription medication, UDCA requires reliable
analytical methods to monitor assay, purity, and related substances throughout development, manufacturing, and

quality control.

The European Pharmacopoeia lists nine potential related substances for UDCA, designated impurities A-l. These
compounds include structural isomers and cholic acid analogues that lack chromophores. The procedure
outlined in the European Pharmacopoeia is not designed to quantify all impurities simultaneously. Impurity C is
analyzed by thin-layer chromatography (TLC), while impurities A and H are analyzed by LC with refractive index
detection. Other approaches reported for UDCA impurity analysis include HPLC with electrochemical, refractive
index, evaporative light scattering, fluorescence, or charged aerosol detection, as well as derivatization-based
and thin-layer chromatographic methods."® However, many of these methods are limited by inadequate

sensitivity, complex sample preparation, lack of broad impurity coverage, or limited mobile phase compatibility.

CAD offers a practical approach for detecting non-volatile and semi-volatile compounds that lack strong
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chromophores. When paired with volatile mobile phases, CAD can be integrated into methods that are also
compatible with mass detection, enabling both quantitative response and additional peak-identification support.
In this application note, a UHPLC-CAD method was developed for the simultaneous separation and analysis of

UDCA and nine related substances.

Experimental

UDCA and related substances (impurities A-l) were purchased from LGC standards (Vaughan, Ontario). LC/MS
grade acetonitrile, formic acid, and ammonium formate were purchased from Sigma-Aldrich (Milwaukee, USA).

De-ionized water (>18.2 MQ) was purified using a Milli-Q™ Purification System.

Standard Solutions

UDCA stock solution was prepared at 2 mg/mL in methanol. Individual stock solutions of related substances
(Table 1) were prepared at 1 mg/mL in methanol. The stock solutions were diluted with mixture of
water/acetonitrile (75:25, v/v) to prepare solutions for method development (100 pg/mL UDCA and 20 pg/mL

impurities) and linearity assessment (0.05-50 pug/mL). All solutions were stored at 4 °C.

Eanipound ‘ Naro ‘ Molecular weight | Molecular
(g/mol) formula
API Ursodeoxycholic acid 392.58 Corlrlef@s
Impurity A | Chenodeoxycholic acid 392.58 Cs;Hi:9,
Impurity B | Cholic acid 408.58 CollfCs
Impurity C | Ursodeoxycholic acid 376.58 C,,H,,0,
Impurity D | Ursocholic acid 408.58 (Colnf©:
Impurity E | Deoxycholic acid 392.58 CsyH404
Impurity F | Nutriacholic acid 390.56 Codrlee@n
Impurity G | Ursodeoxycholic acid methyl ester 406.61 C,sH,,0,
Impurity H | 3 beta-ursodeoxycholic 392.58 CHLIRON
Impurity | 5 beta-cholane- 3 alpha,7 beta,24-triol 378.60 CsHp05

Table 1. UDCA and associated related substances (impurities). API: active

pharmaceutical ingredient.
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Method Conditions

Method development conditions are detailed in the Results and Discussion section.

LC Conditions

LC system:

Detection:

Vials:

Column(s):

Column temperature:

Sample temperature:

Injection volume:

Flow rate:

Mobile phase:

Wash solvents:

ACQUITY Premier System with Quaternary Solvent

Manager (QSM), Column Manager

PDA Detector, ACQUITY QDa Il Mass Detector,
and Waters CAD

LCMS Maximum Recovery Vial, 2 mL volume

(Waters, p/n: 600000670CV)

ACQUITY Premier BEH Cqg Column, 2.1 x 100 mm,
1.7 ym (p/n: 186009453)

25°C

10 °C

5.0 L

0.400 mL/min

Solvent A: 0.05% formic acid in water

Solvent B: 0.05% formic acid in acetonitrile

Purge/Sample Wash: 50:50 water/acetonitrile

Seal Wash: 90:10 water/acetonitrile
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Gradient Table

Flow
(mL/min)

1 Initial 0.400 63.0 37.0 6

2 10.00 0.400 25.0 75.0 6

3 11.00 0.400 25.0 75.0 6

4 11.20 0.400 63.0 37.0 6

5 14.00 0.400 63.0 37.0 6
CAD Detector Settings
PFV: 1.10
Sampling rate: 10 pts/sec
Filter time constant: 1.4 seconds
Evaporator temperature: 50 °C
lon trap voltage: 80V

Data analysis: Empower CDS 3.6.0 was used for data acquisition, processing, and reporting.

Results and Discussion

CAD detects analytes by measuring the charge generated from dried aerosol particles after nebulization and
mobile phase evaporation. Because detector response and baseline performance are strongly influenced by both
chromatographic conditions and CAD settings, method development was performed in two stages. First,
separation conditions were developed using volatile, CAD-compatible mobile phases to achieve adequate

retention and resolution of UDCA and its related substances. Second, key CAD parameters were optimized to
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enhance signal response, reduce baseline noise, and improve quantitative performance. This workflow enabled

efficient development of a robust LC-CAD method for non-chromophoric UDCA and related substances.

Development of Separation Conditions

CAD performance is highly dependent on mobile phase composition because non-volatile components and
solvent impurities can increase background signal, elevate baseline noise, and reduce sensitivity. To minimize
these effects, method development was performed using volatile, CAD-compatible additives and high-purity LC-
MS grade solvents. Once suitable mobile phase conditions were established, reversed-phase column chemistries
and organic solvent composition were screened to identify conditions that provided adequate retention,

selectivity, resolution, and peak shape for UDCA and its related substances.

To evaluate selectivity for UDCA and its related impurities, a set of reversed-phase column chemistries was

screened using both acetonitrile- and methanol-based mobile phases.
The columns evaluated were selected to provide complementary reversed-phase retention and selectivity:

- ACQUITY Premier CSH™ Cqg Column, 2.1 x 50 mm, 1.7 um (p/n: 186009460)
- ACQUITY Premier CSH Phenyl-Hexyl Column, 2.1 x 50 mm, 1.7 pm (p/n: 186009474)
- ACQUITY Premier BEH C4g Column, 2.1 x 50 mm, 1.7 pm (p/n: 186009452)

- ACQUITY Premier HSS PFP Column, 2.1 x 50 mm, 1.8 um (p/n: 186010036)

Mobile phase setup:

Solvent A: 200 mM Ammonium formate
Solvent B: 2% Formic acid

Solvent C: Water

Solvent D: Acetonitrile

Solvent D1: Methanol

Column and solvent screening experiments were performed using a generic 5-minute gradient from 5% to 90%
organic solvent with 10 mM ammonium formate and 0.1% formic acid at 0.50 mL/min. Column temperature was
maintained at 30 °C. Based on the screening results (Figure 1), the ACQUITY Premier BEH Cg Column with

acetonitrile solvent was selected for further development. Subsequent optimization focused on mobile phase
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additive concentration, gradient slope and duration, column temperature, and flow rate to improve resolution and

peak shape.
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Figure 1. Method development: screening experiment with columns and solvents (acetonitrile and methanol).

The optimized method used a 100 mm ACQUITY Premier BEH Cqg Column, 2.1 mm internal diameter, 1.7 um,

operated at 25 °C. The mobile phases were optimized to contain 0.05% formic acid in water and in acetonitrile.

The multi-detector configuration provided complementary information during method evaluation: PDA Detector

confirmed no UV response for UDCA and its related substances, CAD provided the primary detection response,

and the ACQUITY QDa Il Mass Detector supported peak identification, (Figure 2). The optimized gradient

separated UDCA and impurities A-I within 10 minutes, with a minimum USP resolution of 2.0 (Figure 2B). The

mass spectral data showed adduct ion formation through the loss of one water molecule ([M - H,O + H]*) and
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two water molecules ([M - 2H,O + H] ), under positive electrospray ionization (ESI+), as illustrated in Figure 3.
Because several related substances are structural isomers, mass information alone was not sufficient to identify

each peak. Individual standards were injected to confirm peak identity and establish the elution order.

0.20

0.15 A) UV at 210 nm
0.10
=
“ 005
) CAD data
0.00]
Retenti
-0.05 - - — - - — - et_enlon USP Rs
000 100 200 300 400 500 600 700 800 900 1000 (| Name Time i
Minutes (min) ( )
1 Imp D 1.862
- B) CAD 2 | ImpH | 3.558 14,5
3 Imp B 3793 2.0
24.00-] 4 API 4,033 2.0
b Imp | 4.417 3.2
12,00
j\ KK /\ 6 Imp F 4.883 3.9
Y S| G— A j\ JiN 7 | impA | 6.080 2.8
000 100 200 300 400 500 6060 700 800 900 1000 | g Imp E 6.407 26
Minutes
9 Imp G 6.802 3
1.2¢+08 -| 10 Imp C 9.412 20.0
C) MS TIC
2 8.0e+07
5
" 40es07-]
0.0e400 fr————T T T T T T T T T T T T T T T T T
000 100 200 300 400 500 600 700 800 900 1000

Mnutes

Figure 2. Analysis using optimized method conditions with triple detection configuration: UV at 210

nm (A), Waters CAD (B), and MS TIC data acquired using ACQUITY QDa Il Mass Detector (C). Total

ion chromatogram (TIC). Sample: 100/20 ug/mL of API/related substances.
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Figure 3. Peak identification using ACQUITY QDa Il Mass Detector. MS TIC data (A) and mass
spectral data (B). Adduct ions formed through loss of a single water molecule and double water

molecules.

CAD Optimization

After the chromatographic separation was established, CAD parameters were optimized to maximize detector
response and improve performance. The evaluation focused on settings that directly influence aerosol
evaporation, data acquisition, signal smoothing, ion removal, and response linearity:

Evaporator temperature

Sampling rate

Filter time constant

lon trap voltage

PFV

Because CAD was being used as the primary technique for quantification, the detector was directly connected to
the ACQUITY Premier System. This configuration enabled targeted optimization of CAD parameters for detection

and quantification of UDCA and related substances.

CAD Evaporator Temperature
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Evaporator temperature affects mobile phase removal before analyte particles are charged and detected. Higher
temperatures can improve solvent evaporation and reduce baseline noise, but excessive temperature may lower
response for semi-volatile analytes. In this study, the evaporator temperature was optimized by comparing
signal-to-noise (S/N) ratio and baseline noise across the evaluated conditions. The temperature of 50 °C

provided the best balance between analyte response and reduced baseline noise (Figure 4).

A
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0.80—; _30 oC
« 060 -40 °C
040 1 -50 °C
] -60 °C
0.20
0.00 ] L‘ \
000 20 400  e0 8o 1000

Minutes

B) S/IN ratios for related substances

# Peak | 30°C | 35°C | 40°C | 45°C | s0°C | 55°C | 60°C
1 | ImpurityD | 40 | 40 52 46 53 39 50
2 | ImpuiityH | 55 | 54 70 62 70 53 68
3 | ImpurityB | 49 | 48 62 54 63 47 61
4 | impurityl | 44 | 42 56 49 57 45 54
5 | ImpurityF | 59 | 60 75 66 77 60 73
6 | ImpurityA | 54 | 55 69 62 72 54 68
7 | ImpurityE | 55 | 55 72 64 72 56 69
8 | ImpuityG | 73 | 72 96 83 96 76 85
9 | ImpuityC | 63 | 64 82 72 85 62 77

Figure 4. Effect of CAD evaporator temperature on the chromatographic baseline noise
(A) and S/N for related substances (B). 50 °C chosen for the final method. Sample: 100
ug/mL APl and 0.5 ug/mL related substances.

Sampling Rate

Sampling rate controls the number of CAD data points collected across each chromatographic peak and can
affect both peak integration and data quality. For related substances of UDCA, sampling rates were evaluated by

comparing peak S/N values (Table 2). Because S/N values were comparable across the tested settings, a default
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sampling rate of 10 pts/sec was selected for the final method.

S/N ratios for related substances

# | Peak | 2 pts/sec | 5 pts/sec ‘ 10 pts/sec ’ 20 pts/sec | 40 pts/sec
1 Impurity D 51 49 50 50 49
2 Impurity H 214 210 218 212 206
3 Impurity B 130 128 135 132 128
4 Impurity | 206 204 209 180 204
5 Impurity F 96 98 94 94 95
6 Impurity A 97 98 96 94 95
7 Impurity E 122 125 122 122 122
8 Impurity G 98 102 88 95 102
9 Impurity C 102 105 104 103 102

Table 2. Effect of CAD sampling rate on S/N for related substances of UDCA. Sample: 100 ug/mL APl and 0.5

ug/mL related substances.

Filter Time Constant

The filter time constant controls signal smoothing in the CAD response. Increasing this value can reduce
baseline noise and improve signal stability. The filter time constant was evaluated by comparing CAD response
and baseline noise across the tested settings. A value of 1.4 seconds provided the highest response for impurity
D while effectively reducing baseline noise (Figure 5). This setting also produced the highest S/N values for all

related substances (Figure 6) and was selected for the final method.
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Figure 5. Effect of filter time constant on CAD response for impurity D (A) and baseline noise (B).
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Figure 6. Effect of filter time constant on S/N values for all related substances (impurities A-1) of UDCA.

lon Trap Voltage

The CAD ion trap applies electrical voltage to selectively remove smaller, high mobility gas ions, ideally allowing

only the charged analyte particles to reach the detector. However, increasing the ion trap voltage can lead to the
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removal of larger ions and charged particles, which may also include analytes of interest.

In this study, the ion trap voltage was evaluated from 20 to 120 V. While higher voltages reduced baseline noise,
the 80 V maintained sufficient analyte signal and provided the best overall detector performance (Figure 7). This
setting was selected for the final method and was further supported by calibration results, which showed

improved linearity at 80 V compared to 50 V (Table 3).
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Figure 7. Effect of ion trap voltage on CAD signal and baseline noise. Chromatographic data (A) and

S/N values for related substances across ion trap voltage settings (B).
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Correlation coefficient (R?) Residual sum of squares

[WPBI{A Trap lon Voltage: | Trap lon Voltage: | Trap lon Voltage: | Trap lon Voltage:
50V 80V 50V 80V
Imp. D 0.9832 0.9906 5.18e+13 2.20e+13
Imp. H 0.9810 0.9880 1.14e+14 5.68e+13
Imp. B 0.9851 0.9902 3.11e+13 1.53e+13
Imp. | 0.9865 0.9927 6.30e+13 1.77e+13
Imp. F 0.9840 0.9906 3.92e+13 5.18e+13
Imp. A 0.9868 0.9927 2.86e+13 1.23e+13
Imp. E 0.9858 0.9908 4.95e+13 2.47e+13
Imp. G 0.9843 0.9907 4.92e+13 2.28e+13
Imp.C 0.9817 0.9872 1.10e+14 6.19e+13

Table 3. Effect of ion trap voltage on CAD linearity (0.05 to 50 ug/mL range). Linearity
improved at 80 V compared to 50 V.

Power Function Value

CAD response is typically non-linear across broad concentration ranges because aerosol formation, particle size
distribution, and charging efficiency all contribute to the detector output. The PFV is used to transform the

detector response and improve calibration linearity.

To optimize PFV value for linear response of the related substances, calibration curves were constructed across
nine concentrations: 0.05, 0.1, 0.5, 1.0, 5.0, 10, 20, 35, and 50 pg/mL. Four different settings were configured in the
instrument method editor for a single injection. Linearity was assessed using correlation coefficients (R?) and
residual sum of squares obtained from plots of peak areas versus concentrations, using a linear fit and 1/X
weighting. In this case, a PFV of 1.10 provided best linear performance compared to the default PFV value of 1.00,

with higher R? values and lower residuals (Table 4).
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srrelation coefficia esid —

: PVF: 1.0 PEV: 1.1 PVF: 1.0 PFV: 1.1
Imp. D 0.99203 0.99561 8.89+12 2.60+12
Imp. H 0.9944 0.99691 4.28+12 121412
Imp. B 0.9938 0.99644 8.68+12 272412
Imp. | 0.99342 0.99631 118413 3.66+12
Imp. F 0.99394 0.99688 5.59+412 1.50+12
Imp. A 0.99503 0.99664 412412 142412
Imp. E 0.99428 0.99674 7.58+12 2.30+12
Imp. G 0.99326 0.99632 8.09+12 231412
Imp. C 0.99183 0.99611 1.98+13 5.19+12

Table 4. Effect of PFV on CAD linearity; correlation coefficients (R?) and residual sum of

squares.

Simulation Modeling Tool for Linearity

A PFV simulation modeling tool streamlines linearity optimization by predicting the PFV setting that provides a
linear CAD response over the calibration range. The model uses data acquired at PFV 1.00 and applies an inverse
power function framework to predict PFV settings for linear response.* For the related substances of UDCA, the
predicted PFV setting was 1.10 (Figure 8). This setting was verified experimentally by injecting calibration

standards at PVF = 1.10. The simulated and experimental R? results showed excellent agreement, with low

percent error (Table 5).
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Figure 8. Simulation modeling tool for predicting PFV settings for linear CAD response.
Please contact a Waters representative for more information about the simulation

modeling tool and workflow.

Efficient Method Development for Charged Aerosol Detection of Non-chromophoric Ursodeoxycholic Acid and
Related Substances



Simulated Experimental

Impurity ‘

PVF 110 PVF 110 Error (%)
Imp. D 0.99563 0.99561 0.00
Imp. H 0.99649 0.99645 0.00
Imp. B 0.99654 0.99691 -0.04
Imp. | 0.99626 0.99631 -0.01
Imp. F 0.99639 0.99688 -0.05
Imp. A 0.99515 0.99664 -0.15
Imp. E 0.99651 0.99674 -0.02
Imp. G 0.99616 0.99632 -0.02
Imp. C 0.99624 0.99611 0.01

Table 5. Comparison of simulated and experimental correlations
coefficients (R?) with PVF values of 1.10 show excellent agreement, error

(%). Linearity range: 0.05-50 ug/mL using a linear fit and 1/x weighting.

Conclusion

A systematic workflow was employed to develop a method for the separation and analysis of non-chromophoric
UDCA and nine related substances (impurities A-1). Using an ACQUITY Premier System with Waters CAD under
Empower Software control, chromatographic conditions were first optimized to resolve UDCA and related
substances, followed by targeted optimization of key CAD parameters to improve detector response, S/N

performance, and calibration linearity.

The multi-detector configuration, including PDA Detector, Waters CAD, and the ACQUITY QDa Il Mass Detector,
provided complementary information for chromatographic evaluation and supported component identification

during method development.

This workflow demonstrates a practical approach for developing robust LC-CAD methods for non-chromophoric

pharmaceutical impurities and other non-volatile or semi-volatile analytes that are difficult to monitor by UV
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detection. Integrated with Empower Software, the workflow supports streamlined data acquisition, processing,

reporting, and traceable review for regulated laboratory environments.
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